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This instruction manual describes how to install and operate the FAST SCREEN TRACER FST-355 application.
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1 Operating environment

In order to install and use this application, the following environment is required on your PC.

Table 1 Operating Environment

IBM ® PC / AT compatible with Intel® Core2TM Duo 2.16 GHz or higher CPU

Supported PC (including compatible CPU)

Supported OS Microsoft® Windows® 10 or later
. x86

Architecture x64

Installed memory 4GB or more

High Color (16 bit) or more (True Color 32 bit or more recommended)

Display Desktop area 1024x768 pixels or more

Hard disc 1GB or more free space

Required software Microsoft .NET Framework 4.5 or more

Interface USB terminal (High-Speed USB (USB2.0) or higher) x 1
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2 Install

The installation procedure of this application and necessary components is as follows.
2.1 Installation of “*.NET Framework”
If ".NET Framework version 4.5 or later" is already installed on your computer, this step is not necessary.

STEP1 Double-click the following file on the supplied CD to start the installer.

[File storage location]
¥Dependent¥NDP451-KB2858728-x86-x64-AllOS-ENU.exe

STEP2 Install according to the .NET Framework installer screen.

#. Microsoft NET Framework 4.5.2 = =] 8 |
JNET Framework 4.5.2 Setup N
Please accept the license terms to continue, ﬁroEso_In;

MICROSOFT SOFTWARE SUPPLEMENTAL LICENSE TERMS |:|

.NET FRAMEWORK AND ASSOCIATED LANGUAGE PACKS FOR
MICROSOFT WINDOWS OPERATING SYSTEM

Microsoft Corporation (or based on where you live, one of its
affiliates) licenses this supplement to you. If you are licensed to use
Microsoft Windows operating system software (the "software™), you
Check here may use this supplement. You may not use it if you do not havea  _

I [#]1 have read and accept the license terms. I

Download size estimate: oMB

Download time estimates: Dial-Up: O minutes
Broadband: O minutes

Click
Install [ Cancel |

STEP3 When the following screen is displayed, installation of .NET Framework is complete.
Click the [Done] button to exit the installer.

Figure 1
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-’_ Microsoft NET Framework 4.5.2

o e |

nNJ

Microsoft®

Installation Is Complete

.NET Framework 4.5. 2 has been installed.

Check for more recent versions on Windowe Update,

Figure 2
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2.2 Installation of USB Driver

STEP1 Double-click the following file on the supplied CD to launch the installer.

[File storage location]
¥Dependent¥CDM21224 Setup.exe

STEP2 Proceed with the installation according to the installer screen.

)
@ FTDI CDM Drivers e

FTDI CDM Drivers

Click 'Extract’ to unpack version 2.12.24 of FTDI's Windows
driver package and launch the installer.

v frdichip.corm

Cancel

Figure 3
Device Driver Installation Wizard

3¢ Welcome to the Device Driver
Q\ Installation Wizard!
3

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next. / Click

Back | e = | | Cancel ‘ ‘

Figure 4
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Device Driver Installation Wizard

License Agreement E@

= To continue, accept the following license agreement. To read the entire
< agreement, use the scroll bar or press the Page Down key.

IMPORTANT MOTICE: PLEASE READ CAREFULLY BEFORE
INSTALLING THE RELEVANT SOFTWARE:

This licence agreement (Licence) is a legal agreement between you
{Licensee or you) and Future Technology Devices Intemational Limited
of 2 Seaward Place, Centurion Business Park, Glasgow G41 1HH,
Scotland (UK Company Number SC136640) (Licensor or we) for use of
driver software provided by the Licenson|{Software).

BY INSTALLING OR USING THIS SOFTWARE YOU AGREE TO THE -

| @ | accept this agreement I | Save As | | Print |
ont accept this agreement

Click
[ <Back || Net> | [ cancel |

Check here

Figure 5

STEP3 Installation of the USB driver is complete when the following screen is displayed.

Click the [Done] button to exit the installer.

-

Device Driver Installation Wizard

Completing the Device Driver

:?\ Installation Wizard

The drivers were successfully installed on this computer.

You can now connect your device to this computer. If your device
came with instructions, please read them first.

| Driver Name Status

w” FTDI COM Driver Packa... Readyto use
s FTDI COM Driver Packa... Readyto use

m

ack l Firish | l Cancel

Figure 6
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2.3 Installation of PDF Support Library
STEP1 Double-click the following file on the supplied CD to launch the installer.

[File storage location]
¥Dependent¥gs920w32.exe

STEP2 Proceed with the installation according to the installer screen.

£ GPL Ghostscript Setup - *

Welcome to GPL Ghostscript Setup

Setup will guide you through the installation of GPL
Ghostscript.

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Next to continue.

Click

Cancel

Figure 7

*

& GPL Ghostscript Setup —
License Agreement
Please review the license terms before installing GPL Ghostscript, g

Press Page Down to see the rest of the agreement.

irhe files in the base, psi, lib, toolbin, examples, doc, man and ~
iccprofiles directories (folders), and pd, xps and gpd|

directories (folders), if induded, and any subdirectories

(sub-folders) thereof are part of GPL Ghostscript.

The files in the Resource directory and any subdirectories thereof
are also part of GPL Ghostscript, with the explicit exception of

the files in the CMap subdirectory {except "Tdentity-UTF 16-H",

which is part of GPL Ghostscript). The CMap files are copyright
Adobe Systems Incorporated and covered by a separate, Affero GPL
compatible license.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the

agreement to install GPL Ghostscript.
| click

< Back Cancel

Figure 8
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£ GPL Ghostscript Setup — X
Choose Install Location
Choose the folder in which to install GPL Ghostscript. g

Select the directory to install GPL Ghostscript in:

Destination Folder

Browse...

Space required: 36.6MB
Space available: 81.3GB

| click
< Back II Cancel

Figure 9

STEP3 Installation of PDF support library is complete when the following screen is displayed.
Click the [Finish] button to finish the installer.

£ GPL Ghostscript Setup —

Completing GPL Ghostscript Setup

GPL Ghostscript has been installed on your computer,

Click Finish to dose Setup.

[“]izenerate ddfmap for Windows CIK TrueType fonts;

Show Readme

Visit the Ghostscript web site

luz]
[

]
m

Figure 10
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2.4 Installation of Platemaker application

The installation is completed when you extract the application compressed file (zip file) to any local drive.
An example of the deployment procedure is described below.

STEP1 Move the following file to the C drive

[File storage location]
¥Platemaker

¥plate _temp
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3 Description of FST-355 application
3.1 Start application

STEP1 Double-click the exe file (Platemaker.exe) of this application.

-
Al

gl

%

) Correct
) dil
%, ClrRasterConverter.dll
| Extents.dll
FTDZXX_NET.dIl
| OpenCvSharp.Blob.dll
%| OpenCvSharp.dll
#| OpenCvSharp.Extensions.dll
OpenCysSharp Userinterface.dll
[#] Platemaker.exe

[#

[&

[&

& [&

56

Figure 11

STEP2 When the startup is completed, the following screen is displayed.

Device Selection

File
: e ; i Print data
|ID=4036014, SeralNumber=FT2L0JB4, Description=U5B «-> Serial Converter Select St

Pririt

————
—

Print Source Data Print Raster DatalPrint Area)
[ Trimming
[[] Centering
[ AMutomatic Data Angle Comrection
Volume
Resolution
Size: i :
iz Prirt Area: Print
Filz Name :
Device Status The device is not turned on or communication is not possible
Figure 12
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3.2 Device Selection

Immediately after installing this application, the connected device (screen making machine) is not set.
Perform this operation to set the target device.

STEP1 Connect the device to the PC via USB and turn on the device.
STEP2 Click the [Select] button of this application.

Device Selection File
| : i : Print data
| |D=4036014, SerialNumber=FT17YGEE, Description=5B <> Senal Converter Select N
Figure 13

STEP3 Alist of devices is displayed in the following dialog box. Click the target device and click the [OK] button.

Device selection dialog

FPlease select device Update

@ Click [D=4036014, SeralNumber=F T 17YGBE, Description=USE <> Sefial Converter

#In case it is not displayed in the list, please make sure that F5T-255 and PC is connected
and the poweris on,

@ Click ~ |

o= e ——

_Figure 14

L=

STEP4 This application checks communication for the selected device. If successful, the selected device will be
displayed as shown below.

Device Selection

File
- i3 : Print data
ID=4036014, SerialNumber=FT17YGBE, Description=USB <> Serial Converter Select e

Figure 15

Rev. B 1716



FST-355 application instruction manual

3.3 Operation Flow

This chapter explains how to read the image data that will be the printing source and print it.
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3.3.1  Reading Print Data

STEP1 When the [Print data selection] button of this application is pressed, a file selection dialog is displayed.
Select an arbitrary print data image file.

Device Selection
1D=4036014, SeralNumber=FT17YGBE. Description=USE =-> Serial Converter

Figure 16

Print data
selection

Readable File Format

Format Name

BMP Microsoft Windows Bitmap Image
PNG Portable Network Graphics
TIF/TIFF Tagged Image File Format

PDF Portable Document Format
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STEP2 When scanning is complete, the selected print source data and print raster data information is displayed
as shown below.
([# Application of FST

Device Selection

File
: S C Print data
|D=4036014, SerialNumber=FT17YGBE, Description=IUSB <-> Seral Converter Select g

Print Source Data ({Display magnification: x0.02) Print Raster Data(Prirt Area) (Display magnification: x0.§3)

[ Trimming

Centering

Automatic Data Angle Comection

Wolume :

[z

Resolution

’ MNomal

Size: 354 Smm{W)x 469 mm(D) ' Frirt Area:  354.9mm(W)ax 280.4mmi(D)

Filz Name :  Eagle pdf

Device Status Ready to print

Figure 17

» Print Source Data
Displays a preview of the scanned original image.
Unit of size is displayed in mm.

» Print Raster Data(Print Area)
Displays a preview of the actual printed area.
The unit of size is displayed in mm.
When the scanned image size exceeds 4480x11844 pixels, the 4480x11844 area is cut out from the upper left and
converted to raster data,
The upper limit of the scanned image size is 60 megapixels. (Reading may fail if the limit is exceeded).
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3.3.2 Volume and Resolution Settings

STEP1 Select the appropriate number for the mesh from the Volume combo box.
STEP2 Select the print resolution from the “Resolution” combo box.

Device Selection

File
: S : Print data
|D=4036014, SerialNumber=FT17YGBE. Description=USE <-> Seral Converter Select R

Print Source Data {Display magnification: x0.02) Prirt Raster DatalPrirt Arza) (Display magnification: x0.03)

[ Trimming

Certering

Automatic Data Angle Comection

Volume @

[z

Resolution

’ Marmal

Sizet 354 mm({W)x 469.9mmi(D) . 354 . 9mm (W) x 380 4mmi{D)
File Name :  Eagle pdf

Device Status Ready to print

Figure 18

£ 1 REHA LR

ITEM CONTENTS
Volume Select from numbers 1 to 10
Resolultion The following modes can be selected
-Standard
-High-definition
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3.3.3 Printing

STEP1 Click [Print] button.
[ Application of FST S

Device Selection

File
: 2 c Print data
|D=4036014, SerialNumber=FT17YGEE, Description=IUSB <-> Seral Converter

Frint Source Data (Display magnification: x0.0Z) Print Raster Data(Print Area) ({Display magnification: x0.03)

[7] Trimming

Centering

Automatic Data Angle Comection

Yolume :

[z

Resolution

[ MNamnal

Size: 354 Smm(W)x 469 5mmi(D) ' Print Area: 354 9mm (W) x 380.4mm(D}
Filz Name :  Eagle pdf

Device Status Ready to print

Figure 19
$¢ The [Print] button cannot be pressed under the following conditions.
+ When print data is not read
- When the device status is not "Printable"

STEP2 Click the [Yes] button in the confirmation dialog to start sending data to the device.

STEP3 When data transmission to the device starts, the following progress is displayed.
When the progress display disappears, data transmission is completed and the device starts printing.

Data Sending

- BB1% -

Figure 21
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